CHAPTER XIX.
PART I. THE TESTING OF LUBRICATING OILS.
As the steel works' chemist is frequently required to report                       f
on the lubricants used about the plant, a brief outline of the more important tests may save the busy reader of this book much delving into the vast amount of literature written on this subject. The tests about to be described constitute all that the mechanical engineering department of a large works usually cares to know,, or asks for. If the reader wishes to inform himself further, he can consult the writings of Lewkowitch, Benedict, Gill and others.
SAPONIFICATION NUMBER.
This test is a direct index of the proportion of animal matter in the lubricant for the reason that mineral oil (usually present in most of the oils used for lubricating) has no saponification value. The saponification number simply means that one gram of the sample tested requires that many milligrams of potassium hydroxide to combine with (saponify) the fatty acids present in it. The test is also known as the Koettstorfer's value.
METHOD.
Weigh i to 2 grams of the oil or lubricant into a 250 c.c. conical flask. Place also in the flask 25 c.c. of half normal potassium hydroxide. Insert a stopper carrying a return condenser firmly in the neck of the flask. Turn a current of water into the condenser and start to heat the flask on a water bath. (See photo No. 27.) Some operators add 20 c.c. of ether to the contents of the flask before putting in the condenser. Heat the flask on the water bath for one hour. Then shut off the heat, turn off
the water, cool, add several drops of phenolphthaleine indicator
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